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Inductive Proximity Sensor
Round-All Metal Body
KPRM Series

Allowing installation onto All Stainless body withstands 
cleaning agents at features high 

resistance to corrosion.

Approximately twice that of 
vinyl chloride.

Twice or three times that of 
oil-resistant vinyl chloride

Guide to Selection

Size 3 5 7 8 12 18 25 30 32 34 40 80

Available

Sensing Distance 0.8mm 1mm 1.5mm 2mm 3mm 4mm 5mm 7mm 8mm 10mm 12mm 15mm

Available

Sensing Distance 20mm 22mm 25mm 30mm 40mm 50mm 70mm

Available

Output NPN N/C NPN N/O PNP N/C NPN N/O N/C N/O NPN N/O+N/C PNP N/O+N/C Analog NAMUR

Available

Connector 2m Cable M8 Connector M12 Connector Screw Terminal

Available

Power 7.7-9VDC 10-30VDC 15-30VDC 10-60VDC 20-240VAC 20-240VAC/DC

Available

Stainless

Enhanced waterproof 
design 

Part Number Description

SERIES

SERIES KPRM : Inductive Proximity Metal head round

Distance
E : 2mm

K : 8mm

G : 4mm

L : 10mm

H : 5mm

P : 15mm

Size 4 : Ø12 5 : Ø18 6 : Ø30

Output 1 : NPN N/O (3 wire) 2 : NPN N/C (3 wire) 3 : PNP N/O (3 wire) 4 : PNP N/C (3 wire)

Power 1 : 10 ~ 30VDC

Cable Outlet Standard* : 2m Cable 3 : M12 connector

* Standard specification is not appeared in part number description



Rev. 2/14
Data subject may change without notice.

www.kacon.co.kr Industrial Controls Catalog  - 31

D
e
te
c
tio
n

Detection

General Specification 

Characteristics

Detectable Object Ferrous metal (The sensing distance decreases with non-ferrous metal.)

Differential Travel Max. 15% of sensing distance

Indicators LED

Cable Outlet Standard : 2m PUR cable      3 : M12 connector 

Protection Circuits Load short-circuit protection, Surge suppressor, Reverse polarity protection

Ambient Temperature Operating/Storage : −30 to 85°C (with no icing)

Ambient Humidity Operating/Storage : 35% to 95% (with no icing)

Temperature Influence Max. ±10% of sensing distance at 23°C in the temperature range of −25 to 70°C

Voltage Influence Max. ±1% of sensing distance at rated voltage in the rated voltage ±15% range

Insulation Resistance Min. 50 M  (at 500 VDC) between current-carrying parts and case

Vibration Resistance Destruction : 10 to 55 Hz, 1.5-mm double amplitude for 2 hours each in X, Y, and Z directions

Case Material Stainless

Shock Resistance Destruction : 1,000 m/s2 10 times each in X, Y, and Z directions

DC 3wire 

Supply Voltage 1 : 10 ~ 30VDC     

Current Consumption Max. 10mA 

Voltage Drop 
Residual voltage : Max. 2V  
Load current : Max. 200 mA 

Operation Mode 1 : NPN N/O 2 : NPN N/C 3 : PNP N/O 4 : PNP N/C

Dielectric Strength 1,000 VAC, 50/60 Hz for 1 minute between current carry parts and case

Maximum Switching Frequency 300Hz (KPRM Ø30 : 150Hz)



- 32 Industrial Controls Catalog www.kacon.co.kr
Rev. 2/14
Data subject may change without notice.

Inductive Proximity Sensor
Round-All Metal Body
KPRM Series

Product Selection

Model
Sensing 
Distance Shape Output Power Cable Outlet Part Number

Response
Frequency

M12 Round E : 2mm 4 : M12 
Flush

1 : NPN N/O 1 : 10-30VDC Standard : 2m Cable KPRM E411 300Hz

2 : NPN N/C KPRM E421

3 : PNP N/O KPRM E431

4 : PNP N/C KPRM E441

G : 4mm 4 : M12 
Non flush

1 : NPN N/O 1 : 10-30VDC Standard : 2m Cable KPRM G411 300Hz

2 : NPN N/C KPRM G421

3 : PNP N/O KPRM G431

4 : PNP N/C KPRM G441

E : 2mm 4 : M12 
Flush

1 : NPN N/O 1 : 10-30VDC 3 : M12 connector KPRM E411 3 300Hz

2 : NPN N/C KPRM E421 3

3 : PNP N/O KPRM E431 3

4 : PNP N/C KPRM E441 3

G : 4mm 4 : M12 
Non flush

1 : NPN N/O 1 : 10-30VDC 3 : M12 connector KPRM G411 3 300Hz

2 : NPN N/C KPRM G421 3

3 : PNP N/O KPRM G431 3

4 : PNP N/C KPRM G441 3

M18 Round H : 5mm 5 : M18 
Flush

1 : NPN N/O 1 : 10-30VDC Standard : 2m Cable KPRM H511 300Hz

2 : NPN N/C KPRM H521

3 : PNP N/O KPRM H531

4 : PNP N/C KPRM H541

K : 8mm 5 : M18 
Non flush

1 : NPN N/O 1 : 10-30VDC Standard : 2m Cable KPRM K511 300Hz

2 : NPN N/C KPRM K521

3 : PNP N/O KPRM K531

4 : PNP N/C KPRM K541

H : 5mm 5 : M18 
Flush

1 : NPN N/O 1 : 10-30VDC 3 : M12 connector KPRM H511 3 300Hz

2 : NPN N/C KPRM H521 3

3 : PNP N/O KPRM H531 3

4 : PNP N/C KPRM H541 3

K : 8mm 5 : M18 
Non flush

1 : NPN N/O 1 : 10-30VDC 3 : M12 connector KPRM K511 3 300Hz

2 : NPN N/C KPRM K521 3

3 : PNP N/O KPRM K531 3

4 : PNP N/C KPRM K541 3
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Detection

Product Selection

Model
Sensing 
Distance Shape Output Power Cable Outlet Part Number

Response
Frequency

M30 Round L : 10mm 6 : M30
Flush

1 : NPN N/O 1 : 10-30VDC Standard : 2m Cable KPRM L611 150Hz

2 : NPN N/C KPRM L621

3 : PNP N/O KPRM L631

4 : PNP N/C KPRM L641

P : 15mm 6 : M30
Non flush

1 : NPN N/O 1 : 10-30VDC Standard : 2m Cable KPRM P611 150Hz

2 : NPN N/C KPRM P621

3 : PNP N/O KPRM P631

4 : PNP N/C KPRM P641

L : 10mm 6 : M30
Flush

1 : NPN N/O 1 : 10-30VDC 3 : M12 connector KPRM L611 3 150Hz

2 : NPN N/C KPRM L621 3

3 : PNP N/O KPRM L631 3

4 : PNP N/C KPRM L641 3

P : 15mm 6 : M30
Non flush

1 : NPN N/O 1 : 10-30VDC 3 : M12 connector KPRM P611 3 150Hz

2 : NPN N/C KPRM P621 3

3 : PNP N/O KPRM P631 3

4 : PNP N/C KPRM P641 3
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Inductive Proximity Sensor
Round-All Metal Body
KPRM Series


